DURACELL

MN1400

Size: C

Alkaline-Manganese Dioxide Battery

7.50
5.50

; 1.50 MIN.

A

mm Inches
50.00 1.969
48.50 1.909
26.20 1.031
24.70 0.972
7.50 0.295
5.50 0.217
1.50 0.059
0.64 0.025

SPECIFICATIONS

Nominal Voltage: 15V
Rated Capacity: 7,800 mAh at
20Qt0 0.8V

at 21°C (70°F)

Nominal Weight:

65.0 g (2.29 0z.)

Nominal Volume:

26.9 cm?® (1.64 in.%)

Terminals:

Flat

Operating Temp.
Range:

-20°C to 54°C
(-4°F to 130°F)

50.00
48,50 NEDA: 14 A
ANSI: 14 A
0.64
MIN. =) _ _ IEC: LR14
Dimensions shown
% are IEC/ANSI standards Military: BA-3042/U
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DURACELL INC.

New Products and Technology Division
Berkshire Corporate Park

Bethel, CT 06801 U.S.A.

Telephone: Toll-free 1-800-431-2656
Outside North America: 203-791-3274
Facsimile: 203-791-3273

Internet: www.duracellnpt.com

This data sheet is under document control and is
therefore subject to change. Contact Duracell for
the latest information.

@ Printed in U.S.A. on recycled paper, please recycle after use. MN1400-7/96



DURACELL zn/Mno,Battery MN1400

10,000
1000 //,//'
0.9 VOLTS [ F#
~ A
@ ‘ L 1.0 VOLTS
3 100 b— o voLTe TYPICAL CONTINUOUS PERFORMANCE
s CHARACTERISTICS WITH CONSTANT
% /‘ /T LivoLTs RESISTANCE TO VARIOUS CUTOFF
ST ,{/ VOLTAGES AT 21°C (70°F)
/]
//
/
J/
1 5 10 50 100 500 1000

DISCHARGE RESISTANCE (OHMS)

1000
0
%
[e] 0.8 VOLTS =+
; =T TYPICAL CONTINUOUS PERFORMANCE
> 2O, CHARACTERISTICS WITH CONSTANT
R CURRENT TO VARIOUS CUTOFF
B VOLTAGES AT 21°C (70°F)
1.0 VOLTS
o R
1.1 VOLTS
0.01
10 50 100 500 1000 5000 10000
DISCHARGE CURRENT (MILLIAMPERES)
1000 T 7777
500 ‘4‘5‘°‘C(113‘°F) ~ i
N/
100 21°C(70°F) Ié é/
2 7/ 0°C3r) TYPICAL CONTINUOUS PERFORMANCE
e iy, / CHARACTERISTICS WITH CONSTANT
g / // i RESISTANCE AT VARIOUS
- // /| |[rocasn TEMPERATURES TO 0.8 VOLTS
5 ,/;// I/
/
/
1L
1 5 10 50 100 500 1000

DISCHARGE RESISTANCE (OHMS)




