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Bottom Leads

BL-01+P OR GN 
• U10P / PLX QD*

Bottom Leads connect your headset to your telephone.  
Plantronics Compatible QD’s: PLX = JPL’s Quick Disconnect Technology compatible with Plantronics™ QD’s.
Visit: http://www.jpltele.com/jpl-compatibility.aspx for our full headset bottom lead compatibility table.

*1 Year Warranty
Available with GN QD upon request

BL-03+P OR GN 
• HIP Equivalent / PLX QD*

BL-02+P OR GN 
• U10 Vista / PLX QD*

BL-04+P OR GN 
• U10PS / PLX QD*

BL-05+A   
• 3.5mm(F) Jack/USB 2.0  

(For use with JPL-611-I ONLY)

BL-04S+P OR GN 
• U10PS-19 / PLX QD

BL-05MS-P OR MS-GN 
• USB 2.0 / PLX QD
• Compatible with MS LYNC / Skype for Business

BL-052+P OR GN 
• No Buttons / USB 2.0 / PLX QD

BL-051+P OR GN 
• USB 2.0 / PLX QD

BL-06+P OR GN  
• 2.5mm Jack / PLX QD

BL-07+P-A  
• 3.5mm Jack / PLX QD

BL-07+P OR GN  
• 3.5mm Jack / PLX QD

BL-08+P OR GN  
• HIC Equivalent / PLX QD

BL-10+P OR GN  
• (Geni) / PLX QD

BL-09+P OR GN  
• HIS Equivalent / PLX QD

BL-12+P OR GN  
• A10-11 Lead / PLX QD

BL-05+P OR GN 
• USB 2.0 / PLX QD

BL-054MS-P OR MS-GN 
• USB 2.0 / PLX QD
• Compatible with MS LYNC / Skype for Business
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EHS Cords
EHS (*Electronic Hook Switch) Cord - For DECT HEADSET ONLY
• Electronically connects your DECT headset base to your telephone
• Enables remote operation, answer/end calls, for wireless headset use with various phones,  

thus eliminating the need for a mechanical handset lifter.

EHS-1  
• Panasonic

EHS-3  
• Unify - DHSG

EHS-2  
• Cisco - HHC

EHS-4  
• Avaya - AEI

EHS-6  
• Yealink & Snom Adapter*
 *Requires additional cord from your phone manufacturer

EHS-5  
• Polycom - DHSG-PLC

EHS-7  
• Alcatel - MSH

EHS-9  
• Smart Phone/Galaxy/iPhone

EHS-8  
• Toshiba

BL-11+P OR GN  
• (Y) Training Lead

BL-11-USB+P OR GN  
• (Y) Training Lead to USB

EHS-10  
• Alcatel - 4028, 8028

EHS-12  
• Cisco - 8961,9951, 9971

EHS-11  
• LG - LIP-910, LIP-9020, LIP 9050

Training Bottom Leads

• Allows two headsets to be connected to a single 
desk phone so a superviser can monitor calls

• Both headsets can listen, but only one 
microphone will be muted

• Switch controls which microphone is muted

• Ideal for training sales and call centre staff

Are you looking for a Training Adapter for your JPL Headset ?
The Y-Training Leads with Microphone Mute Switch and QD connection enables you to plug two headsets into one desk phone, allowing a second user to monitor 
and participate in calls. It is an essential training aid that will enhance call-handling effectiveness.


