
SSD & HDD in one
   Destroys all kind of hard drives 

regardless of size, operating 
system or interface

   Fast and easy to operate

intimus 
crusher              
Destroyer

The high-speed, high-powered intimus Crusher is the fastest and lightest 
NSA/CSS EPL-listed hard drive destroyer on the market. The intimus 
Crusher meets evolving technology challenges by increasing the speed, 
amplifying the crushing power, and offering a solid-state destroyer that 
both perforates and waffl es solid-state media, fl ash drives, USB thumb 
drives, and SSHD controller boards. HDDs are bent by the Crusher. It is 
best to combine the Crusher with a Degausser for a full solution for high 
security requirements. Security level H3* for standalone application. 

Physical 
Crusher

and
Destroyer

Hard drive physical
destroyer
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Features

  Now with more robust crush chamber

  Listed on NSA/CSS evaluated products list

  Bends, breaks, and mangles hard drives, including dataplatters 
and other internal components, preventing data recovery

  Destroys solid-state media, fl ash drives, USB thumb drives, and 
SSHD controller boards

  Independently tested and certifi ed to meet CE directives for 
safety, compatibility, and interference

  Lightest electric destroyer on the market

  Crushes multiple drives at a time

  Quiet, offi ce-friendly design

  No hydraulics

secure and compliant

  DOD Emergency Destruction Guidelines

  GDPR

  FCC

  GLBA (Gramm-Leach-Bliley Act)

  HIPAA (Health Information Portability and Accountability Act)

  NIST (National Institute of Standards and Technology) Guidelines 
for Media Sanitization

  NIST SP 800-36

  NIST SP 800-88r1

  NSA/CSS SDDM 9-12

  PCI DSS 3.2 (Payment Card Industry Data Security Standard)

  PIPEDA (Personal Information Protection and Electronic 
Documents Act)

intimus 
Destroyer
The Destroyer destroys 
solidstate media, fl ash 
drives, USB thumb drives, 
and SSHD controller 
boards.
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intimus Destroyer intimus Crusher

Technical data

 SPECIFICATIONS

Power Supply 50/60 Hz- Factory confi gurable

Power Consumption
During standby: 90 W 

During crush:    1200 W (max)

Media

intimus Crusher:

Hard Drives up to 5,7 cm in height 

With intimus Destroyer:

SSD, fl ash drives, USB thumb drives, SSHD controller boards

Destruction Time
Destroys up to 1,800 (6,4 cm) hard drives per hour 

Destroys up to 360 (8,9 cm) hard drives per hour

Certifi cations/Listing NSA/CSS EPL • CE

Destruction Chamber 
capacity  (HxWxD)

57.4 x 123.7  x 172.2 mm

Temperature 5°C - 40°C

Humidity 10%H - 40%H without condensation

Weight 35.9 kg

Size (HxWxD) 377.7  x 190.8 x  473.5 mm


