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INC.

® MN1300
Size: D

SPECIFICATIONS

Nominal Voltage: 1.5 V

Rated Capacity: 15,000 mAh at
10 Ω to 0.8 V
at 21°C (70°F)

Nominal Weight: 138 g (4.86 oz.)

Nominal Volume: 56.4 cm3 (3.44 in.3)

Terminals: Flat

Operating Temp. -20°C to 54°C
Range: (-4°F to 130°F)

NEDA: 13 A

ANSI: 13 A

IEC: LR20

Military: BA-3030/U

MN1300-7/96

TYPICAL DISCHARGE CHARACTERISTICS AT 21 °C (70°F)
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TYPICAL CONTINUOUS PERFORMANCE
CHARACTERISTICS WITH CONSTANT
RESISTANCE TO VARIOUS CUTOFF
VOLTAGES AT 21 °C (70°F)

TYPICAL CONTINUOUS PERFORMANCE
CHARACTERISTICS WITH CONSTANT
CURRENT  TO VARIOUS CUTOFF
VOLTAGES AT 21 °C (70°F)

TYPICAL CONTINUOUS PERFORMANCE
CHARACTERISTICS WITH CONSTANT
RESISTANCE AT VARIOUS
TEMPERATURES TO 0.8 VOLTS
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