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…delivers productivity-enhancing comfort – today and tomorrow.

Windows-based PC
Windows® XP, Windows Vista® or Windows® 7
USB port
Internet connection for optional download of Logitech® SetPoint™ software

Linux®-based PC
Linux® kernel 2.4+
USB port

Mac® computer
Mac OS® X 10.3.9 or later
USB port
Internet connection for optional download of Logitech® Control Center software

SYSTEM REQUIREMENTS

The B110 Optical USB Mouse delivers productivity-enhancing comfort – today 
and tomorrow. A comfortable, ambidextrous shape feels good in either hand, 

so you feel more comfortable as you work. With 800 dpi sensitivity, you’ll get 
precise cursor control so you can edit documents and navigate the Web more 
efficiently. Side-to-side scrolling plus zoom lets you instantly zoom in or out 
and scroll horizontally and vertically : perfect for working with spreadsheets 
and presentations. Zero setup means it works right out of the box – just 
plug it in. This mouse comes with the quality and design we’ve built into 
more than a billion mice, more than any other manufacturer.

• Comfortable, ambidextrous shape

• Precise cursor control

• Side-to-side scrolling plus zoom

• Zero setup

• Built by Logitech® – the mouse experts



910-001246 n/a

5099206014893 (EAN-13) 50992060148912 (SCC-14)

910-001804 n/a

5099206022416 (EAN-13) 50992060224111 (SCC-14)

130 g 11.764 kg

7.8 cm 39 cm

4.1 cm 23.3 cm

12.4 cm 54.3 cm

0.397 dm3 0.04934 m3

1 n/a

10 n/a

80 1
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B110 Optical USB Mouse

www.logitech.com

• Mouse
• 3-year guarantee and full product support

PACKAGE CONTENT

PACKAGE SPECIFICATIONS

Primary Pack Master Shipper Carton

Part # Black

Bar code

Part # White

Bar code

Weight

Length

Width

Height/depth

Volume

1 primary pack

1 intermediate pack

1 master shipper carton

1 pallet EURO

1 container 20 ft

1 container 40 ft
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• Corded mouse
• 3 buttons
• Optical tracking 
• 800 dpi sensitivity 
• Cable: approximately 180 cm (5’ 9”)
• USB connectivity

TECHNICAL SPECIFICATIONS


